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FEATURES 

 Primarily used in many forms of telecommunication, with SFTP cable being the most 

expensive and usually regarded as the highest quality available.  

 High strength, copper is 7-28% higher than aluminum at room temperature and even higher at 

a high temperature. 

 Good stability copper conductor is antioxidant and corrosion resistant, while aluminum isn’t. 

 Low resistant and energy consumption. The resistivity of a copper conductor power cable is a 

lot less than an aluminum conductor power cable. 

 Improved durability, due to improvements in the quality and thickness of the PVC protective 

jacket. It is more than suitable for most data cabling requirements. 

 

HTNB Shielded Foil Twisted Pair (SFTP) Category 7 (CAT 7) Cable consists of four 0.55 mm 

solid Bare Copper 23 American Wire Gauge (AWG ) foil-shielded twisted pairs surrounded by 

an overall braided shield.    

The “shield” underneath the jacket is a braid, and each individual pair is surrounded by its own 

foil barrier. The purpose of the additional foil on individual pairs is to limit the amount of 

crosstalk between them. It is covered with PVC jacket which physically protects the internal 

components of a cable, improves appearance, a flame retardant and has a high moisture 

resistance.   

This type of  cable adheres to more stringent standards and designed to support full-duplex Fast 

Ethernet operation and Gigabit Ethernet. Ideally used for 10 Gigabit over 100M Ethernet, multi-

media, Video voice and data. It can provide a bandwidth speed of 600 MHz and more enhanced 

performance against crosstalk and attenuation and overall lifespan is 15 years. 

  

 

 

NETWORK CABLE 
 



SPECIFICATIONS 

Standard ISO/IEC 1180 

Number pairs 4 

Inner 

Conductor 

Material Solid  Bare Copper 

Size 23AWG,1/0.57±0.007mm 

Insulator Material Foam PE+ Skin 

Diameter 1.3mm±0.05mm 

Thickness 0.36±0.005mm 

Color 1 P White& Brown 

2 P white & Blue 

3 P white & Orange 

4 P White & Green 

Shielding Inside Tape Al-Mylar*4 

Overlap rate 25% 

Drain Wire 1/0.40±0.007mm Tinned solid copper 

Braiding 16/3/0.12 Alu. wire 

Coverage 30% 

Cross Material  PE 

Size 4.5*0.4mm 

Outer Jacket Material PVC 

Thickness 0.65±0.05mm 

Diameter 8.0±0.4mm 

Color Black 

Marks on 

cable 

Printed on jacket HTNB SFTP CAT.7 NETWORKING CABLE 4 PAIRS 

23 AWG HIGH QUALITY ***M 

Packing--305 M 305 M /wooden drum/carton 

N.W.:20.22 KG , G.W.:21.20  KG 

Wooden drum :39x26x23 CM  

  

 


