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FEATURES 

 It is flexible, easy to install and very reliable when wired properly and can be deployed either 

as straight-through cable or crossover cable as circumstances warrant. 

 The tougher jacket makes CAT5E cable less likely to be damaged during installation. 

 Less expensive and easier to work with than STP (Shielded Twisted Pair).  

 Rated to carry data up to 1000Mbit/s. 

 Standard cable used with Ethernet 1000Base-T. 

 Can also be used to extend the distance of 100Base-TX cable runs up to 350 meters. 

 It is used as well as in home and office telephone wiring. 

 

HTNB Unshielded Twisted Pair (UTP) Category 5 Enchanced (CAT 5E) Cable consists of four 

0.50 mm Copper Clad Alluminum (CCA) 24 American Wire Gauge (AWG ) twisted together in 

order to cancel out electromagnetic interference (EMI) from external sources and it is covered 

with PVC jacket which physically protects the internal components of a cable, improves 

appearance, a flame retardant and has a high moisture resistance.   

It is called unshielded because it has no additional foil wrap, or shield, which is added to cables 

when electromagnetic shielding is required. UTP cable is used extensively in local area 

networks, or LANs. The two wires carry equal yet opposite signals and the destination of the 

signal detects the difference between the two. the four pairs are labeled.   

  

 

 

NETWORK CABLE 
 



SPECIFICATIONS 

Standard ISO/IEC 1180 

Number pairs 4 

Inner 

Conductor 

Material Solid  CCA 

Size 24AWG, 1/0.5±0.05mm 

Insulator Material HDPE 

Diameter 0.9mm±0.05mm 

Thickness 0.2±0.005mm 

Color 1 P White& Brown 

2 P white & Blue 

3 P white & Orange 

4 P White & Green 

Twist S twist/L：1、16  2、14  3、18  4、20    

Shielding Tape PET Tape 18×0.019mm 

Alu. foil Aluminum  foil 15×0.024mm 

Braiding 16/5/0.12 Aluminum wire 

Rip cord Nylon 250D/3 

Outer Jacket Material PVC 

Thickness 0.55±0.05mm 

Diameter 5.1±0.2mm 

Color Grey 

Marks on 

cable 

Printed on jacket HTNB UTP CAT.5e NETWORKING CABLE 4 PAIRS 

24AWG ***M 

Packing--305 M 305 M /easy pull color box, 2 boxes/carton 

N.W.:12.40 KG , G.W.:14.8 KG 

Inner color box:36×36×22CM 

  

 


